SCVX - SILENT CHECK VALVE

SCVX - VAN MOT CHIEU LO XO

Shin Yi
Mo Ta/Descriptions

Van mét chiéu 1o xo dung dé ngan dong chay ngworc, bao vé hé thong dwong dng va may
bom. It gy tiéng 6n, co’ ché déng nhe nhang theo ap lwc nwérc.

Thiét ké dan dong chay tién tién gitip han ché t6i da ton thit ddu ngudn. Bac nhwa chiu lwc dan
hwéng dé dang thao lap, it chi tiét. Lo xo bang thép khong gi dwoc bdo vé bang 16i dan hwdng
khivan hoat dong.

Silent check valves is used as protection against reverse when power failure in areas
where noise pollution or water hammering is a critical issue.

Advanced dynamic design assures lower head loss. Spring made by stainlesss steel is
protected by diffusers. Simple design, easy to install and replace parts.

Ma San Pham

Product Code SCVX
Kich Thwoe DN50 - DN300
Size

Tiéu Chuan Thiét K&

Design Standard BSEN 1074-3

Tiéu Chuidn Khoang BS EN 558-1 TABLE 1 SERIES 14
Cach 2 Mat Bich

Face To Face Standard DIN 3202-1 SERIES F4
Kiéu Két Noi MAT BICH
Connection End FLANGED
BS 4504
A e . ... |DIN2632 PN10, PN16, PN25
Tiéu Chuan KEt N6i |DIN 2633
Va Ap Suat Lam Viéc
Connection Standard|JI1s B2220 5K, 10K, 16K, 20K
And Pressure Rating
ASME B16.42 150LB
Loai Son Typel EPOXY RESIN
; POWDER
Tiéu Chuin JISK5551:2002
Son Phu Standard (TCVN 9014:2011)
Paint Coating Mau Sic XANH - DO
Colour BLUE - RED
b6 Day
Thickness 250~300pm
Nhiét Do Lam Viéc 10 ~ 80 °C

Working Temp

Mo6i Trwong Lam Viéc

Flow Media Hé Thong Nwdc / Water Systems
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SCVX - SILENT CHECK VALVE
SCVX - VAN MOT CHIEU LO XO

No Part Name Material Material Code
_E ., 1 Body Ductile Iron ASTM A536/EN GJS 500-7
N\ 2 Disc Ductile Iron + Rubber ASTM A536 + EPDM

3 Bearing Stainless Steel AISI 304

ez 4 Shaft Stainless Steel AlSI 304

5 Spring Stainless Steel AlISI 304
6 Diffuser Core Ductile Iron ASTM A536/EN GJS 500-7

IS 7 Plug Brass ASTM B824
3 - 8 IntHexBolt Stainless Steel AlSI 304
L
DIMENSION _
Unit: mm
R PN10 P::16 PN25  PN10 npr?g PN25 i PN25

50 SCVX-0050 150 165 125 125 4-019 4-219 19 19
65 SCVX-0065 170 185 145 145 4-019 8-019 19 19
80  SCVX-0080 180 200 160 160 8-019 8-019 19 19
100 SCVX-0100 190 220 180 190 8-019 8-023 19 19
125 SCVX-0125 200 250 210 220 8-019 8-028 19 19
150 SCVX-0150 210 285 240 250 8-023 8-728 19 20
200 SCVX-0200 230 340 295 310 8-023 12-023 12-@28 20 22

250 SCVX-0250 250 405 350 355 370 12-023 12-028 12-@31 22 24.5
300 SCVX-0300 270 460 400 410 430 12-023 12-028 16-@31 24.5 27.5

ORDER INFORMATION
SCVX-0150-10-D2B

. \ I D2: Gang cau - Ductile Iron
Loai - Model: B: Mau xanh - Blue

SCV: Van M6t Chiéu Lo Xo R: Mau do - Red
Silent Check Valve

Mat bich va ap luc:

Flange & Pressure

. 10: PN10; 20: PN20; 1K: JIS 10K
X: Flange — 16: PN16; A1: ANSI 150-LB

Valve Size:
0150 : 150 mm
0200 : 200 mm
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